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Transmit (or receive MHz) Receive (or transmit) (MHz)

6430.0 6480.0
6438.0 6488.0
6446.0 6596.0
6455.0 6505.0
6463.0 6513.0
6471.0 6521.0

(3) 25 MHz maximum authorized
bandwidth channels.

Transmit (or receive MHz) Receive (or transmit (MHz)

6437.5 6487.5
6462.5 6512.5

(Secs. 4, 5, 303, 48 Stat., as amended, 1066,
1068, 1082; 47 U.S.C. 154, 155, 303)

[28 FR 13718, Dec. 14, 1963]

EDITORIAL NOTE: For FEDERAL REGISTER ci-
tations affecting § 74.602, see the List of CFR
Sections Affected in the Finding Aids sec-
tion of this volume.

EFFECTIVE DATE NOTE: At 65 FR 54172,
Sept. 7, 2000, § 74.602 was amended by revising
(g) introductory text, effective Oct. 10, 2000.
For the convenience of the user, the
supsersed text is set forth as follows:

§ 74.602 Frequency assignment.

* * * * *

(g) The following frequencies are available
for assignment to television STL, television
relay stations and television translator relay
stations. The provisions of § 74.604 do not
apply to the use of these frequencies. These
frequencies are shared on a co-primary basis
with other stations in the fixed service (see
Parts 78 and 101). Applicants may use either
a two-way link or one or both frequencies of
a frequency pair for a one-way link and shall
coordinate proposed operations pursuant to
procedures required in § 101.103(d).

* * * * *

§ 74.603 Sound channels.
(a) The frequencies listed in § 74.602(a)

may be used for the simultaneous
transmission of the picture and sound
portions of TV broadcast programs and
for cue and order circuits, either by
means of multiplexing or by the use of
a separate transmitter within the same
channel. When multiplexing of a TV
STL station is contemplated, consider-
ation should be given to the require-
ments of § 73.687 of this Chapter regard-
ing the overall system performance re-
quirements. Applications for new TV
pickup, TV STL, TV relay and TV

translator relay stations shall clearly
indicate the nature of any mutliplexing
proposed. Multiplexing equipment may
be installed on licensed equipment
without authority of the FCC, provided
the installation of such apparatus on a
TV STL station shall not result in deg-
radation of the overall system perform-
ance of the TV broadcast station below
that permitted by § 73.687 of this chap-
ter.

(b) The aural portion of television
broadcast program material may be
transmitted over an aural broadcast
STL or intercity relay station licensed
under the provisions of Subpart E of
this part, but only on a secondary, non-
interference basis to the programming
of aural broadcast stations. A TV sta-
tion licensee may continue such oper-
ation until the channel assigned to its
Subpart E station is requested by an
aural broadcast licensee after a show-
ing that no other vacant channels are
available or satisfactory. Upon Com-
mission concurrence with the aural
broadcast licensee request, the TV sta-
tion licensee will be required to dis-
continue operation on the requested
frequency. In areas where only a por-
tion of the Subpart E frequencies used
by TV station licensees are required by
aural broadcast licensees, the Commis-
sion will assist all affected parties in
arriving at an equitable solution. The
provisions of this paragraph do not pre-
clude continued use of Subpart E facili-
ties for relay of TV sound where the fa-
cilities are authorized to an aural
broadcast licensee and the primary
purpose of the station is to relay aural
broadcast programming.

(c) Aural STL or intercity relay sta-
tions licensed as of July 10, 1970, to op-
erate in the frequency band 942–947
MHz, may continue to so operate pend-
ing a decision as to their disposition
through a future rule making pro-
ceeding.

(d) Remote pickup broadcast stations
may be used in conjunction with tele-
vision pickup stations for the trans-
mission of the aural portion of tele-
vision programs or events that occur
outside a television studio and for the
transmission of cues, orders, and other
related communications necessary
thereto. The rules governing remote
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pickup broadcast stations are con-
tained in Subpart D of this part.

[28 FR 13718, Dec. 14, 1963, as amended at 47
FR 55936, Dec. 14, 1982; 48 FR 24385, June 1,
1983]

§ 74.604 Interference avoidance.

(a) Because the Commission does not
undertake frequency coordination, ap-
plicants for new TV broadcast auxil-
iary authorizations are responsible for
selecting the frequency assignments
that are least likely to result in mu-
tual interference with other licensees
in the same area. Applicants may con-
sult local coordination committees,
where they exist, for information on
frequencies available in the area. In se-
lecting frequencies, consideration
should be given to the relative loca-
tions of receiving points, normal trans-
mission paths, and the nature of the
contemplated operation.

(b) Where two or more licensees are
assigned a common channel for TV
pickup, TV STL, or TV relay purposes
in the same area and simultaneous op-
eration is contemplated, they shall
take such steps as may be necessary to
avoid mutual interference, including
consultation with the local coordina-
tion committee, if one exists. If a mu-
tual agreement to this effect cannot be
reached, the Commission must be noti-
fied and it will take such action as may
be necessary, including time sharing
arrangements, to assure an equitable
distribution of available frequencies.

(c) For those interference disputes
brought to the Commission for resolu-
tion, TV broadcast auxiliary channels
will have the following priority for pur-
poses of interference protection:

(1) All fixed links for full service
broadcast stations and cable systems.

(2) TV and CARS pickup stations.
(3) Fixed or mobile stations serving

translator or low power TV stations.
(4) Backup facilities; TV pickup sta-

tions used outside a licensee’s local
service area.

(5) Any transmission, pursuant to
§ 74.631(f), that does not involve the de-
livery of program material to a licens-
ee’s associated TV broadcast station.

(d) Interference between two stations
having the same priority shall be re-

solved in favor of the station licensed
first on a particular path.

[48 FR 17091, Apr. 21, 1983]

§ 74.631 Permissible service.
(a) The licensee of a television pick-

up station authorizes the transmission
of program material, orders concerning
such program material, and related
communications necessary to the ac-
complishment of such transmissions,
from the scenes of events occurring in
places other than a television studio,
to its associated television broadcast
station, to such other stations as are
broadcasting the same program mate-
rial, or to the network or networks
with which the television broadcast
station is affiliated. Television pickup
stations may be operated in conjunc-
tion with other television broadcast
stations not aformentioned in this
paragraph: Provided, That the trans-
missions by the television pickup sta-
tion are under the control of the li-
censee of the television pickup station
and that such operation shall not ex-
ceed a total of 10 days in any 30-day pe-
riod. Television pickup stations may be
used to provide temporary studio-
transmitter links or intercity relay
circuits consistent with § 74.632 without
further authority of the Commission:
Provided, however, That prior Commis-
sion authority shall be obtained if the
transmitting antenna to be installed
will increase the height of any natural
formation or man-made structure by
more than 6.1 meters (20 feet) and will
be in existence for a period of more
than 2 consecutive days.

NOTE: As used in this subpart, ‘‘associated
television broadcast station’’ means a tele-
vision broadcast station licensed to the li-
censee of the television auxiliary broadcast
station and with which the television auxil-
iary station is licensed as an auxiliary facil-
ity.

(b) A television broadcast STL sta-
tion is authorized to transmit visual
program material between the studio
and the transmitter of a television
broadcast station for simultaneous or
delayed broadcast.

(c) A TV relay station is authorized
to transmit visual program material
between TV broadcast stations for si-
multaneous or delayed broadcast, or
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